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Posiflex Bundle Installation Guide 

 

 

 

 

 

This document provides step-by-step instructions for setting up your Posiflex system, which may contain 

the following components:  

¶ The KS6600 Fan Free Terminal 

¶ PD-2600 Pole Display 

¶ CR-6300 Cash Drawer 

¶ PP7000II Thermal Printer. 
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Hardware Ports  

 

DC 12V: 120V AC Power COM3: (Optional) PP7000II Thermal Printer (must use 

COM3) 

12V BAT: Open COM4: Open 

MIC: Open LAN: Internet will plug in here 

LINE OUT: Open USB0: Keyboard  

LPT: Open USB1: (Optional) Verifone 1000SE Pinpad  

VGA: Open USB2: Open 

CR: CR-6300 Cash Drawer (Optional) can be plugged 

into receipt printer as well. 

USB3: Open 

COM1: Reserved, will have a white plug in it which is 

used for the virtual COM port for the Cash 

Drawer. 

SATA: SATA Cable must be plugged in here. 

COM2: PD-2600 Pole Display (Optional) HDD PWR: Hard Drive Power cable must be plugged in here. 

 

Note: There are two more USB ports on the unit located on the left side of the monitor (next to the power 

button).  Either here or on the main panel where the rest of the ports are there will be a USB Flash drive 

plugged in reserved specifically for backups of the database. 

Note: There is a panel covering the hardware ports on the bottom of the monitor.  To view the hardware 

ports on the computer push the lever on the right side of the base away from you, allowing you to pivot 

the screen nearly parallel to the ceiling.   This action will give you access to the panel covering the ports 

which we will have to pull towards you releasing it from the unit. 
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Connecting the PD-2600 Pole Display to the KS6600 Fan Free Terminal  

The PD-2600 Pole Display: 

   

 

 

To connect the PD-2600 to the KS6600, follow these steps: 

 

Plug the Pole Display’s serial cable into the COM 2 

port on the KS6600. 
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Connecting the PP7000II Thermal Pr inter to the KS6600 Fan Free Terminal  

In order to set up the PP7000II and connect it to the KS6600, you must have the following cables: 

  

 

 

Follow these steps: 

 

Insert end 1 of cable 1 into end 2 of cable 2. 

Insert end 2 of cable 1 into a power outlet. 
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Plug end 1 of cable 2 into the PP7000II. 

 

Plug end 1 of cable 3 into the PP7000II. 

 

Plug end 2 of cable 3 into the KS6600. 
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Connecting the CR-6300 Cash Drawer  

To set up the CR-6300, you will need the following cable: 

 

The CR-6300 can either be connected to the TPG A776 or the KS6600.  Follow these steps: 

 

Plug the big end of the cable into the CR-6300. 

 

Plug the small end of the cable into the TPG A776 

or the KS6600’s “CR” port. 
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Plugging in the KS6600 Fan Free Terminal  

To plug in the KS6600, you will need the following cables: 

  

Follow these steps: 

 

Plug end 1 of cable 1 into end 2 of cable 2. 

Plug end 2 of cable 1 into a power outlet. 

 

Plug end 1 of cable 2 into the KS6600. 
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Turning on the KS6600 Fan Free Terminal  

To turn on the KS6600, follow these steps. 

 

Locate the panel on the left side of the screen and 

depress it to open it. 

 

Press the power button. 
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Installing Microsoft POS for .NET  

The installer for Microsoft POS for .NET can be downloaded at: 

http://download2.pcamerica.com/drivers/POS_for_.Net.exe 

Double-click the installer and follow these steps: 

 

Select Yes. 

 

Select Browse and select a folder to unzip all files 

to. 

Select Unzip. 

 

Navigate to the folder containing the unzipped 

files. 

Double-click on Setup.exe. 

 

Select Install. 

http://download2.pcamerica.com/drivers/POS_for_.Net.exe
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Provide a user name and organization. 

Select Next. 

 

Select Accept. 

 

Select Next. 
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Select Install. 

 

Select Finish. 
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Installing the OPOS Control Manager and configuring OPOS devices  

The installer for the OPOS Control Manager can be downloaded at: 

http://download2.pcamerica.com/drivers/Posiflex_OPOS_Control_Manager.zip  

Double-click the installer and follow these steps: 

 

Select Next when asked to choose a destination 

location. 

 

Check Cash Drawer, Line Display, and POS 

Printer. 

Select Next. 

 

Select Next when asked to select a program 

folder. 

http://download2.pcamerica.com/drivers/Posiflex_OPOS_Control_Manager.zip
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Select Next in order to start copying files. 

 

When setup is complete, select Finish. 

 

Select PD2x-Line Display. 

Select LD Demo. 

Change the “Port / IP addr” field to COM 2. 

Change the “Baud Rate” field to 19200. 

Select Update Device. 
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Select CR-Cash Drawer. 

Select CR Demo. 

Change the “Device Name” field to CR6210B. 

Change the “Drawer Open Code” to PP7CR1. 

Change the “Port / IP addr” to the COM port used 

by the PP7000II or COM 1 if the cash drawer is 

plugged into the KS6600. 

Change the “Baud Rate” field to 9600. 

Select Update Device. 

 

Select PP7x-POS Printer. 

Select PP Demo. 

Change the “Device Name” field to PP-7000-B. 

Change the “Port / IP addr” field to the COM port 

used by the PP7000II. 

Select Update Device. 
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Registration of common OPOS components  

 

The OPOS component registration tool can be downloaded at: 

¶ http://download2.pcamerica.com/drivers/OposCCO.zip  

 

 

1. Unzip the files and run the RegisterDbg.bat file. 

 

 

2. When this screen appears press any key on your keyboard to begin the registration. 

 

3. A number of prompts will appear to confirm the 

registration of the OPOS components.  Select OK 

for all of them. 

http://download2.pcamerica.com/drivers/OposCCO.zip
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Configuring CRE or RPE to communicate with all devices  

To configure CRE or RPE to communicate with all devices, open CRE or RPE, select Manager, provide the 

requested credentials, and follow these steps. 

 

Select Setup. 

Select Friendly Printer Setup. 

 

Select the PP Demo as the receipt printer. 

Select Save & Exit. 

 

Select Setup Screen. 
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 Select the Hardware tab. 

 

Select COM2 as the Pole Display Port. 

 

Select Posiflex as the Pole Display Type. 

 

  
 

Select COM1 as the Default Cash Drawer Port if 

the cash drawer is plugged into the KS6600. 

 
Select Update. 

.  


